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    First of all we appreciate you for reading this information on Ersoy Pano.

    ESTABLISHMENT 

Our company was established in 1990 as a family company with the belief of quality, price, time and stability. We made

the production of 90% standard products until 2012 and became the leader company in Turkey in this segment.

    STRATEGIC CHANGE

We have shifted to the special order products particularly composed of standard parts by making a strategy change

since 2014. With more than 30 years of experience, we gave importance to the mold production for a production, which

is always safe, low-cost and failure-free, and where the corners are curved, in order to minimize the injuries during

assembly works. We considered the technology in integration with the design program, CNC machine, and skilled staff,

and accordingly evolved.

    QUALITY MANAGEMENT 

We received ISO 9002 quality management system certificate in 1997. We are among the first corporates receiving this

certificate. We have cared to be systematic all the time for 20 years. Today, we acquired all the necessary certificates

such as quality management system, product quality, occupation health and safety, environment management and EU

compliance. 

    CHARACTERISTIC OF THE COMPANY

Companies shape in accordance with their incorporators. Our company, which does not waste, respects the

environment, cares occupational health and safety, aims constant learning, believe in hard-work and serving human

being and is open to innovation, is a corporate company caring R&D studies, taking into account its competitors

regardless of their volume, reducing the cost and rising quality.

    AREAS WHERE OUR PRODUCTS ARE USED      

We meet all the demands for particularly low voltage and middle voltage enclosures. Sectors served cover factory,

machinery, housing, ship, shopping center, outdoor telecom.

    COST

The electric enclosure production costs in our company are below the averages of Turkey and world. The most

important reason for this is that we can make mass production with 95% shredded sheet metal from narrower sheet

metal of 10 mm to a wider sheet metal of 1250 mm without waste of material through automatic molds. We offer low-

cost quality products by taking into consideration the competition in Turkey and world. 

    SALES STRATEGY 

    We have been participating into the foreign fairs recently and we care export. 

We make export to a lot of countries including Americas and Middle East. We mainly target opening to abroad. We

have the infrastructure to respond demands from each point of the world especially from Marmara Region and all around

Turkey.    

    MATERIALS WE PROCESS

Thanks to our flexible design, we are ready to easily meet the demands special for you. We use 100% DIN EN 10346

Dx51 070 gr galvanized sheet metal as the main item. We can meet your enclosure demands of any size from 304/316

quality stainless sheet metal, dipping galvanized sheet metal and aluminum.   

We can make you proposals with our sales staff, who have technical infrastructure and know all the stages of

production, by making dimensioning and technical drawings through programs like AutoCAD/Solidworks.

    LOCATION OF PRODUCTION AND FACILITY 

Our factory is located in Gebze-Kocaeli region, the center of industry, and we make systematical production on an

outdoor area of 30.000 m2 and indoor area of 5000 m².

    SHIPMENT-DELIVERY

We make shipment to İstanbul and cities in the vicinity with our own vehicles. For the shipments to the cities across the

country, we deliver the product to your shipper; and we make research to make the abroad shipments with a

transportation company suitable to the interest of our customer by being aware of the abroad transportation costs.     

    TECHNICAL SUPPORT FOR THE ORDERS

You can contact our company by means of e-mail, whatsapp, website, fax and telephone to respond your demands and

requests in the fastest way. 

    TIME MANAGEMENT 

    We will keep being ready for you. We will take action by knowing the value of time, while you spare your time with us.     

    DIFFERENT DEMANDS 

    Different product demands from you will be an opportunity for us in terms of developing ourselves.

    Best Regards…
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NATURE FRIENDLY FACILITY ADVANCED TECHNOLOGY

LEAN MANUFACTURING EXPERIENCED EXPERT STAFF
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MODULAR 2 SERIES

Standing System Enclosures

M2 product model skeleton consists of iron-steel in order to ensure the

strength. 100% galvanized sheet metal, which ensures durability against cor-

rosion, is covered with 0.70 gr DX51 quality, has test reports and is comple-

tely domestic production, is used.     

Welding technic is not used in M2 products unless this is compulsory.

Where the seismic durability should be high, welding support is provided.

Fortification is provided with polarized lining resistant to the corrosion instead

of galvanize which burns during welding, the finishing coat is covered with

paint after drying at 200 oC. Some joint points make the use of welding

technic compulsory for the IP protection needs. Knowing that, M2, which has

the slogan of MODULAR AS NEEDED, WELDING AS NEEDED, provides high pro-

tection between the IP40-IP65 at the same carcass with different sealing and

screwing technics.   

In M2 system, the desired IP protection is provided without changing the

skeleton. The reason why the product is functional is that it both provides IP

protection and its internal parts comply with each other.    

Options with part assembly plate, whole Longitudinal Assembly plate and in-

ternal contact hazard protection cover can be easily mounted. Longitudinal

Assembly plates can be mounted, where there are side assembly disassem-bly

challenges, and at front.   

In order to avoid the injury of the assembly staff, the corners of all the

products have been produced in special molds as curved, taking into conside-

ration the occupational health and safety. In order to avoid injuries, and in-

crease the strength, the parts are double-twisted. 

Depth joints are designed as screwed in order to reduce the shipment

cost. While welded, fixed skeleton enclosure models cannot be loaded more

than 8-10 ton to a 25-ton tractor-truck, front and back skeletons are tempo-

rarily mounted to each other with a special part in M2 products. During pac-

kaging, back cover and front door are inserted on the skeleton, and all other

internal materials are packaged and put into the products. Hence, a 25-ton

tractor-truck can be loaded with maximum efficiency, and the shipment can

be made to farthest point of the world with a 1/3 lower cost.

This system reduces the storage costs by 1/3. 

Part selection according to the need. 

Cost out of need is prevented. 

Back Cover Mounting Bracket

Back Cover Mounting 

Mounting Plate 

Mounting Bracket

Narrow Horizontal 

Connection profile

Wide  Horizontal 

Connection profile

Form Separation 

Parts

Carcass Reinforcement
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Welding as needed, modular and competitive as needed.

Differs from its rivals!

Storage All in one in MODULAR 2

IP Protection- Functional-Security-Shipment

Strength-Corrosion-Seismic
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►Usage Options
• With Longitudinal Mounting plate

• With parted assembly plate 

• With internal plate (with Contact Hazard Protection)

• With flat cover, glass cover and different external options 

• With rising foots for fluid risk on the ground 

Sets include frame, base, top cover, front door, 

back cover, and 4 horizontal connections for 

each set. Bottom covers and interior parts are 

not included in the sets. Extra cut outs  to be 

made on the sides and top of the covers are 

charged separately.

►Raw Material and Materials

►Characteristics and Purpose of Use
• Front-back covers in IP40 enclosures are with polyuret-

hane seal

1,5 mm painted

4,0 mm tempered glass:Glass Door........................... 

:External Roof...................... 

:Contact Protection Covers.. 

:İnterior Mounting Plinths... 

:Contact Protection Carriers 

:Bottom Closers.................... 

:Mounting Plate................... 

2,5 mm painted 

Galvanized sheet metal

RAL 7035 Epoxy Polyester

1,5 mm unpainted galvanized

:Base Plinth Cover......... 1,2 mm painted 

1,2 mm painted

1,5 or 2mm unpainted galvanized

•  Upper ventilation unit (upon request) 

•  Option of 2 or 3 cable carriers depending on the size of 

enclosure at back part of the enclosures with contact ha-

zard protection.

:Carcass......................... 

:Joint.............................. 

:Base Corner Pieces....... 

:Horizontal Connection. 

:Front Door.................... 

:Side Cover.................... 

1,5mm painted 

:Paint............................. 

MODULAR 2 SERIES

1,2 mm painted

1,5 mm unpainted galvanized

1,5 mm unpainted galvanized

:Sheet Metal.................. 

•  In internal areas, IP40

• In external areas, IP55

• In internal, moisture and wet areas, IP55-IP65

• In flammable and explosive areas, IP66

•  Plinths can be with options of separately four corners 

or light-left complete plinths.

• Right-left plinths can be disassembled modularly for 

cable entry.

• Front doors have 20x20 mm profiles and 4 corner 

connections and are sturdy.

• Front glass doors can be with glass holding cast (solid) 

Fermadur glue. 

• Glass mounting brackets for new glass installation to 

replace broken glass.

• Complete polyurethane seal option including front-

back covers in IP55-IP65 enclosures   

• Front covers are with 3 hinges until 1400 mm in length, 

with 4 hinges above 1600 mm.

• Front covers are with 4 hinges for the sizes 1600 mm 

and above in length.

• Front cover lock system can be locked from 3 and 5 

points.

•  Upper cover can be with cable entry, or brush or EPDM 

seal upon request.

•  Lower closers can be with brush or EPDM seal or 

flange depending on IP protection and upon request.

•  4 rising eyebolts at one compartment enclosure 

•  Ventilation shutters can be opened at front door and 

side 

►Areas of Usage

1,2 mm unpainted galvanized

1,2 mm painted 

1,5 mm unpainted galvanized

1,2 mm painted 

:Back cover........................... 
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  MODULAR 2 

  Enclosure Model Introduction and Annotation

The skeleton of the M2 product model is made up of iron-steel in order to ensure the strength. 100 % domestic

made galvanized sheets, with 0,70 gr-cover, Dx51 quality and test reports are used. 

Welding techniques are not used in M2 products unless compulsory. Support is provided with welding at the joint

points where seismic strength has to be high. Strengthening with polishing line resistant to the corrosion is made

instead of galvanize which burns during welding, and the final coat is covered with RAL 7035 polyester paint after

drying at 200 oC. Some joint points make the use of welding technology compulsory for IP protection need.

Knowing that, we have the slogan of MODULAR AS NEEDED, WELDING AS NEEDED. 

The reason for the welding as needed is to comply with the standards regarding to the bearing capacity when the

heavy-weight materials such as switch and consumable materials are mounted, and therefore taking into account

this, welding technic is used at skeleton joint points.

In order to reduce the shipment cost, joints at depth are designed as with screws. Depth joints are designed as

screwed in order to reduce the shipment cost. While welded, fixed skeleton enclosure models cannot be loaded

more than 8-10 ton to a 25-ton tractor-truck, front and back skeletons are temporarily mounted to each other with

a special part in M2 products. During packaging, back cover and front door are inserted on the skeleton, and all

other internal materials are packaged and put into the products. Hence, the enclosure volume is reduced by 50-75

%, and a 25-ton tractor-truck can be loaded with maximum efficiency, and the shipment can be made to farthest

point of the world with a 1/3 lower cost.

    The carcass will be used for on-site frame installations and all parts will be assembled as specified.

If the electrical and electronic materials to be mounted on the panel are planned in advance, cuts are made for

these materials at the production stage before painting. This process is important in order not to deteriorate the

quality of the painted sheet metal. In addition, the opening of enclosure by the manufacturer will be right solution

in order to avoid the rusting. If there are unplanned additions, it is advised to repair the cut parts with retouch paint

to avoid early corrosion. The cut place remaining under the indicator after painting will not impede the progression

of the corrosion.
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1800 2200.1035 2200.1037 2200.1039 1800 2200.1285 2200.1287 2200.1289

1600 2200.1279 2200.1281

2200.1307

2200.1295

2200.1297 2200.1299 2200.1301

2200.1131

2200.1385 2200.1387 2200.1389

2200.1283

2200 2200.1103 2200.1105 2200.1107 2200 2200.1353 2200.1355 2200.1357

2200.1081 2200.1083 1600 2200.1329 2200.1331 2200.1333

1800 2200.1085 2200.1087

2200.1051 2100

2200.1319

2200.1325 2200.1327

1600 2200.1079

2200.1089 1800 2200.1335 2200.1337 2200.1339

2000

2200.1439

2000 2200.1191 2200.1193 2200.1195

2200 2200.1153 2200.1155 2200.1157 2200 2200.1403 2200.1405 2200.1407

1600 2200.1429 2200.1431 2200.1433

2200.1413 2200.1415

2000 2200.1441

2200.1163 2200.1165

MOD. 2 1100

1000 2200.1411

1200 2200.1167

1800 2200.1185 2200.1187 2200.1189 1800 2200.1435

2200.1181 2200.1183

2200.1437

MODULAR 2 SERIES 

Depth: 400 mm

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

2200.1231 2200.1233 1600 2200.1479 2200.1481 2200.1483

1800 2200.1235 2200.1237 2200.1239 1800 2200.1485

MOD. 2 600

1000 2200.1161

2200.1265

1200 2200.1017 2200.1019 2200.1021 1200 2200.1267 2200.1269 2200.1271

MOD. 2 300

1000 2200.1011 2200.1013 2200.1015

MOD. 2 800

1000

1400 2200.1023 2200.1025

2100 2200.1047 2200.1049

2200.1027 1400 2200.1273 2200.1275 2200.1277

1600

2000 2200.1041 2200.1043 2200.1045 2000 2200.1291 2200.1293

2200 2200.1053 2200.1055 2200.1057 2200 2200.1303 2200.1305

2200.1261 2200.1263

2200.1029 2200.1031 2200.1033

MOD. 2 400

1000 2200.1061 2200.1063 2200.1065

MOD. 2 900

1000 2200.1311 2200.1313 2200.1315

1200 2200.1067 2200.1069 2200.1071 1200 2200.1317 2200.1321

1400 2200.1073 2200.1075 2200.1077 1400 2200.1323

2200.1377

1600 2200.1129

2200.1091 2200.1093 2200.1095 2000 2200.1341 2200.1343 2200.1345

2100 2200.1097 2200.1099 2200.1101 2100 2200.1347 2200.1349 2200.1351

2200.1133 1600 2200.1379 2200.1381 2200.1383

1800 2200.1135 2200.1137 2200.1139 1800
MOD. 2 500

1000 2200.1111 2200.1113 2200.1115

MOD. 2 1000

1000 2200.1361 2200.1363 2200.1365

1200 2200.1117 2200.1119 2200.1121 1200 2200.1367 2200.1369 2200.1371

1400 2200.1123 2200.1125 2200.1127 1400 2200.1373 2200.1375

1600 2200.1179

2000 2200.1141 2200.1143 2200.1145 2000 2200.1391 2200.1393 2200.1395

2100 2200.1147 2200.1149 2200.1151 2100 2200.1397 2200.1399 2200.1401

2200.1169 2200.1171 1200 2200.1417 2200.1419 2200.1421

1400 2200.1173 2200.1175 2200.1177 1400 2200.1423 2200.1425 2200.1427

2200.1443 2200.1445

2100 2200.1197 2200.1199 2200.1201 2100 2200.1447 2200.1449 2200.1451

2200 2200.1203 2200.1205 2200.1207 2200 2200.1453 2200.1455 2200.1457

MOD. 2 700

1000 2200.1211 2200.1213 2200.1215

MOD. 2 1200

1000 2200.1461 2200.1463 2200.1465

1200 2200.1217 2200.1219 2200.1221 1200 2200.1467 2200.1469 2200.1471

1400 2200.1223 2200.1225 2200.1227 1400 2200.1473 2200.1475 2200.1477

1600 2200.1229

2200 2200.1253 2200.1255 2200.1257 2200 2200.1503 2200.1505 2200.1507

2200.1487 2200.1489

2000 2200.1241 2200.1243 2200.1245 2000 2200.1491 2200.1493 2200.1495

2100 2200.1247 2200.1249 2200.1251 2100 2200.1497 2200.1499 2200.1501

INDOOR OUTDOOR 
GLASS 
COVER 

DOUBLE DOOR 
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MOD. 2 700

1000 2200.1711 2200.1713 2200.1715

2200.1969 2200.1971

1400 2200.1723 2200.1725 2200.1727 1400

2100 2200.1747 2200.1749 2200.1751 2100 2200.1997 2200.1999 2200.2001

2200 2200.1753 2200.1755 2200.1757 2200 2200.2003 2200.2005 2200.2007

1600 2200.1979 2200.1981 2200.1983

1800 2200.1735 2200.1737 2200.1739 1800 2200.1985 2200.1987 2200.1989

2000 2200.1741 2200.1743 2200.1745 2000 2200.1991 2200.1993 2200.1995

MOD. 2 1200

1000 2200.1961 2200.1963 2200.1965

1200 2200.1717 2200.1719 2200.1721 1200 2200.1967

2200.1973 2200.1975 2200.1977

1600 2200.1729 2200.1731 2200.1733

2100 2200.1697 2200.1699 2200.1701 2100 2200.1947 2200.1949 2200.1951

2200 2200.1703 2200.1705 2200.1707 2200 2200.1953 2200.1955 2200.1957

MOD. 2 600

1000 2200.1661 2200.1663 2200.1665

2200.1919

1800 2200.1685 2200.1687 2200.1689 1800 2200.1935 2200.1937 2200.1939

2000 2200.1691 2200.1693 2200.1695 2000 2200.1941 2200.1943 2200.1945

MOD. 2 1100

1000 2200.1911 2200.1913 2200.1915

1200 2200.1667 2200.1669 2200.1671 1200 2200.1917

2200.1675 2200.1677 1400 2200.1923 2200.1925 2200.1927

1600 2200.1679 2200.1681 2200.1683

2100 2200.1647 2200.1649 2200.1651 2100 2200.1897 2200.1899 2200.1901

2200 2200.1653 2200.1655 2200.1657 2200 2200.1903 2200.1905 2200.1907

1600 2200.1929 2200.1931 2200.1933

2200.1673

2200.1921

1400

2200.1631 2200.1633 1600 2200.1879 2200.1881 2200.1883

1800 2200.1635 2200.1637 2200.1639 1800 2200.1885 2200.1887 2200.1889

2000 2200.1641 2200.1643 2200.1645 2000 2200.1891 2200.1893 2200.1895

MOD. 2 500

1000 2200.1611 2200.1613 2200.1615

MOD. 2 1000

1000 2200.1861 2200.1863 2200.1865

1200 2200.1617 2200.1619 2200.1621 1200 2200.1867 2200.1869 2200.1871

1400 2200.1623 2200.1625 2200.1627 1400 2200.1873 2200.1875 2200.1877

1600 2200.1629

2200.1837 2200.1839

2000 2200.1591 2200.1593 2200.1595 2000 2200.1841 2200.1843 2200.1845

2200.1601 2100 2200.1847 2200.1849 2200.1851

2200 2200.1603 2200.1605 2200.1607 2200 2200.1853 2200.1855 2200.1857

2200.1813 2200.1815

1200 2200.1567 2200.1569 2200.1571 1200 2200.1817 2200.1819 2200.1821

2200.1825 2200.1827

1600 2200.1579 2200.1581 2200.1583 1600 2200.1829 2200.1831 2200.1833
400

1000 2200.1561 2200.1563 2200.1565

MOD. 2 900

1000 2200.1811

1400 2200.1573 2200.1575 2200.1577 1400 2200.1823

1800 2200.1585 2200.1587 2200.1589 1800 2200.1835

2100 2200.1597 2200.1599

2100 2200.1797 2200.1799 2200.1801

2200 2200.1553 2200.1555 2200.1557 2200 2200.1803 2200.1805 2200.1807

MOD. 2 800

1000 2200.1761 2200.1763 2200.1765

1200 2200.1517 2200.1519 2200.1521 1200 2200.1767 2200.1769 2200.1771

1400 2200.1773 2200.1775 2200.1777

1600 2200.1529 2200.1531 2200.1533 1600 2200.1779 2200.1781 2200.1783

1800 2200.1785 2200.1787 2200.1789

2000 2200.1541 2200.1543 2200.1545 2000 2200.1791 2200.1793 2200.1795

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

PRODUCT 

MODEL

WIDTH 

(mm)

1400 2200.1523 2200.1525 2200.1527

1800 2200.1535 2200.1537 2200.1539

2100 2200.1547 2200.1549 2200.1551

MOD. 2

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

MOD. 2 300

1000 2200.1511

MODULAR 2 SERIES 

Depth: 500 mm

2200.1513 2200.1515

INDOOR OUTDOOR 
GLASS 
COVER 

DOUBLE DOOR 

Page 11



2200.2013 2200.2015

MOD. 2 800

1000 2200.2261 2200.2263 2200.2265

1200 2200.2017 2200.2019 2200.2021 1200 2200.2267 2200.2269 2200.2271

MODULAR 2 SERIES 

Depth: 600 mm

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

MOD. 2 300

1000 2200.2011

1800 2200.2035 2200.2037 2200.2039 1800 2200.2285 2200.2287 2200.2289

2000 2200.2041 2200.2043 2200.2045 2000 2200.2291 2200.2293 2200.2295

1400 2200.2023 2200.2025 2200.2027 1400 2200.2273 2200.2275 2200.2277

1600 2200.2029 2200.2031 2200.2033 1600 2200.2279 2200.2281 2200.2283

1200 2200.2317 2200.2319 2200.2321

1400 2200.2073

2100 2200.2047 2200.2049 2200.2051 2100 2200.2297 2200.2299 2200.2301

2200 2200.2053 2200.2055 2200.2057 2200 2200.2303 2200.2305 2200.2307

2200.2075 2200.2077 1400 2200.2323 2200.2325 2200.2327

1600 2200.2079 2200.2081 2200.2083 1600 2200.2329 2200.2331 2200.2333
MOD. 2 400

1000 2200.2061 2200.2063 2200.2065

MOD. 2 900

1000 2200.2311 2200.2313 2200.2315

1200 2200.2067 2200.2069 2200.2071

2100 2200.2097 2200.2099 2200.2101 2100 2200.2347 2200.2349 2200.2351

2200 2200.2103 2200.2105 2200.2107 2200 2200.2353 2200.2355 2200.2357

1800 2200.2085 2200.2087 2200.2089 1800 2200.2335 2200.2337 2200.2339

2000 2200.2091 2200.2093 2200.2095 2000 2200.2341 2200.2343 2200.2345

MOD. 2 500

1000 2200.2111 2200.2113 2200.2115

MOD. 2 1000

1000 2200.2361 2200.2363 2200.2365

1200 2200.2117 2200.2119 2200.2121 1200 2200.2367 2200.2369 2200.2371

1400 2200.2123

1800 2200.2135 2200.2137 2200.2139 1800 2200.2385 2200.2387 2200.2389

2000 2200.2141 2200.2143 2200.2145 2000 2200.2391 2200.2393 2200.2395

2200.2125 2200.2127 1400 2200.2373 2200.2375 2200.2377

1600 2200.2129 2200.2131 2200.2133 1600 2200.2379 2200.2381 2200.2383

1200 2200.2417 2200.2419 2200.2421

1400 2200.2173

2100 2200.2147 2200.2149 2200.2151 2100 2200.2397 2200.2399 2200.2401

2200 2200.2153 2200.2155 2200.2157 2200 2200.2403 2200.2405 2200.2407

2200.2175 2200.2177 1400 2200.2423 2200.2425 2200.2427

1600 2200.2179 2200.2181 2200.2183 1600 2200.2429 2200.2431 2200.2433
MOD. 2 600

1000 2200.2161 2200.2163 2200.2165

MOD. 2 1100

1000 2200.2411 2200.2413 2200.2415

1200 2200.2167 2200.2169 2200.2171

2100 2200.2197 2200.2199 2200.2201 2100 2200.2447 2200.2449 2200.2451

2200 2200.2203 2200.2205 2200.2207 2200 2200.2453 2200.2455 2200.2457

1800 2200.2185 2200.2187 2200.2189 1800 2200.2435 2200.2437 2200.2439

2000 2200.2191 2200.2193 2200.2195 2000 2200.2441 2200.2443 2200.2445

MOD. 2 700

1000 2200.2211 2200.2213 2200.2215

MOD. 2 1200

1000 2200.2461 2200.2463 2200.2465

1200 2200.2217 2200.2219 2200.2221 1200 2200.2467 2200.2469 2200.2471

1400 2200.2223

1800 2200.2235 2200.2237 2200.2239 1800 2200.2485 2200.2487 2200.2489

2000 2200.2241 2200.2243 2200.2245 2000 2200.2491 2200.2493 2200.2495

2200.2225 2200.2227 1400 2200.2473 2200.2475 2200.2477

1600 2200.2229 2200.2231 2200.2233 1600 2200.2479 2200.2481 2200.2483

2100 2200.2247 2200.2249 2200.2251 2100 2200.2497 2200.2499 2200.2501

2200 2200.2253 2200.2255 2200.2257 2200 2200.2503 2200.2505 2200.2507

INDOOR OUTDOOR 
GLASS 
COVER 

DOUBLE DOOR 
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2200.2513 2200.2515

MOD. 2 800

1000 2200.2761 2200.2763 2200.2765

1200 2200.2517 2200.2519 2200.2521 1200 2200.2767 2200.2769 2200.2771

MODULAR 2 SERIES 

Depth: 700 mm

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

MOD. 2 300

1000 2200.2511

1800 2200.2535 2200.2537 2200.2539 1800 2200.2785 2200.2787 2200.2789

2000 2200.2541 2200.2543 2200.2545 2000 2200.2791 2200.2793 2200.2795

1400 2200.2523 2200.2525 2200.2527 1400 2200.2773 2200.2775 2200.2777

1600 2200.2529 2200.2531 2200.2533 1600 2200.2779 2200.2781 2200.2783

1200 2200.2817 2200.2819 2200.2821

1400 2200.2573

2100 2200.2547 2200.2549 2200.2551 2100 2200.2797 2200.2799 2200.2801

2200 2200.2553 2200.2555 2200.2557 2200 2200.2803 2200.2805 2200.2807

2200.2575 2200.2577 1400 2200.2823 2200.2825 2200.2827

1600 2200.2579 2200.2581 2200.2583 1600 2200.2829 2200.2831 2200.2833
MOD. 2 400

1000 2200.2561 2200.2563 2200.2565

MOD. 2 900

1000 2200.2811 2200.2813 2200.2815

1200 2200.2567 2200.2569 2200.2571

2100 2200.2597 2200.2599 2200.2601 2100 2200.2847 2200.2849 2200.2851

2200 2200.2603 2200.2605 2200.2607 2200 2200.2853 2200.2855 2200.2857

1800 2200.2585 2200.2587 2200.2589 1800 2200.2835 2200.2837 2200.2839

2000 2200.2591 2200.2593 2200.2595 2000 2200.2841 2200.2843 2200.2845

MOD. 2 500

1000 2200.2611 2200.2613 2200.2615

MOD. 2 1000

1000 2200.2861 2200.2863 2200.2865

1200 2200.2617 2200.2619 2200.2621 1200 2200.2867 2200.2869 2200.2871

1400 2200.2623

1800 2200.2635 2200.2637 2200.2639 1800 2200.2885 2200.2887 2200.2889

2000 2200.2641 2200.2643 2200.2645 2000 2200.2891 2200.2893 2200.2895

2200.2625 2200.2627 1400 2200.2873 2200.2875 2200.2877

1600 2200.2629 2200.2631 2200.2633 1600 2200.2879 2200.2881 2200.2883

1200 2200.2917 2200.2919 2200.2921

1400 2200.2673

2100 2200.2647 2200.2649 2200.2651 2100 2200.2897 2200.2899 2200.2901

2200 2200.2653 2200.2655 2200.2657 2200 2200.2903 2200.2905 2200.2907

2200.2675 2200.2677 1400 2200.2923 2200.2925 2200.2927

1600 2200.2679 2200.2681 2200.2683 1600 2200.2929 2200.2931 2200.2933
MOD. 2 600

1000 2200.2661 2200.2663 2200.2665

MOD. 2 1100

1000 2200.2911 2200.2913 2200.2915

1200 2200.2667 2200.2669 2200.2671

2100 2200.2697 2200.2699 2200.2701 2100 2200.2947 2200.2949 2200.2951

2200 2200.2703 2200.2705 2200.2707 2200 2200.2953 2200.2955 2200.2957

1800 2200.2685 2200.2687 2200.2689 1800 2200.2935 2200.2937 2200.2939

2000 2200.2691 2200.2693 2200.2695 2000 2200.2941 2200.2943 2200.2945

MOD. 2 700

1000 2200.2711 2200.2713 2200.2715

MOD. 2 1200

1000 2200.2961 2200.2963 2200.2965

1200 2200.2717 2200.2719 2200.2721 1200 2200.2967 2200.2969 2200.2971

1400 2200.2723

1800 2200.2735 2200.2737 2200.2739 1800 2200.2985 2200.2987 2200.2989

2000 2200.2741 2200.2743 2200.2745 2000 2200.2991 2200.2993 2200.2995

2200.2725 2200.2727 1400 2200.2973 2200.2975 2200.2977

1600 2200.2729 2200.2731 2200.2733 1600 2200.2979 2200.2981 2200.2983

2100 2200.2747 2200.2749 2200.2751 2100 2200.2997 2200.2999 2200.3001

2200 2200.2753 2200.2755 2200.2757 2200 2200.3003 2200.3005 2200.3007

INDOOR OUTDOOR 
GLASS 
COVER 

DOUBLE DOOR 
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2200.3013 2200.3015

MOD. 2 800

1000 2200.3261 2200.3263 2200.3265

1200 2200.3017 2200.3019 2200.3021 1200 2200.3267 2200.3269 2200.3271

MODULAR 2 SERIES 

Depth: 800 mm

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

MOD. 2 300

1000 2200.3011

1800 2200.3035 2200.3037 2200.3039 1800 2200.3285 2200.3287 2200.3289

2000 2200.3041 2200.3043 2200.3045 2000 2200.3291 2200.3293 2200.3295

1400 2200.3023 2200.3025 2200.3027 1400 2200.3273 2200.3275 2200.3277

1600 2200.3029 2200.3031 2200.3033 1600 2200.3279 2200.3281 2200.3283

1200 2200.3317 2200.3319 2200.3321

1400 2200.3073

2100 2200.3047 2200.3049 2200.3051 2100 2200.3297 2200.3299 2200.3301

2200 2200.3053 2200.3055 2200.3057 2200 2200.3303 2200.3305 2200.3307

2200.3075 2200.3077 1400 2200.3323 2200.3325 2200.3327

1600 2200.3079 2200.3081 2200.3083 1600 2200.3329 2200.3331 2200.3333
MOD. 2 400

1000 2200.3061 2200.3063 2200.3065

MOD. 2 900

1000 2200.3311 2200.3313 2200.3315

1200 2200.3067 2200.3069 2200.3071

2100 2200.3097 2200.3099 2200.3101 2100 2200.3347 2200.3349 2200.3351

2200 2200.3103 2200.3105 2200.3107 2200 2200.3353 2200.3355 2200.3357

1800 2200.3085 2200.3087 2200.3089 1800 2200.3335 2200.3337 2200.3339

2000 2200.3091 2200.3093 2200.3095 2000 2200.3341 2200.3343 2200.3345

MOD. 2 500

1000 2200.3111 2200.3113 2200.3115

MOD. 2 1000

1000 2200.3361 2200.3363 2200.3365

1200 2200.3117 2200.3119 2200.3121 1200 2200.3367 2200.3369 2200.3371

1400 2200.3123

1800 2200.3135 2200.3137 2200.3139 1800 2200.3385 2200.3387 2200.3389

2000 2200.3141 2200.3143 2200.3145 2000 2200.3391 2200.3393 2200.3395

2200.3125 2200.3127 1400 2200.3373 2200.3375 2200.3377

1600 2200.3129 2200.3131 2200.3133 1600 2200.3379 2200.3381 2200.3383

1200 2200.3417 2200.3419 2200.3421

1400 2200.3173

2100 2200.3147 2200.3149 2200.3151 2100 2200.3397 2200.3399 2200.3401

2200 2200.3153 2200.3155 2200.3157 2200 2200.3403 2200.3405 2200.3407

2200.3175 2200.3177 1400 2200.3423 2200.3425 2200.3427

1600 2200.3179 2200.3181 2200.3183 1600 2200.3429 2200.3431 2200.3433
MOD. 2 600

1000 2200.3161 2200.3163 2200.3165

MOD. 2 1100

1000 2200.3411 2200.3413 2200.3415

1200 2200.3167 2200.3169 2200.3171

2100 2200.3197 2200.3199 2200.3201 2100 2200.3447 2200.3449 2200.3451

2200 2200.3203 2200.3205 2200.3207 2200 2200.3453 2200.3455 2200.3457

1800 2200.3185 2200.3187 2200.3189 1800 2200.3435 2200.3437 2200.3439

2000 2200.3191 2200.3193 2200.3195 2000 2200.3441 2200.3443 2200.3445

MOD. 2 700

1000 2200.3211 2200.3213 2200.3215

MOD. 2 1200

1000 2200.3461 2200.3463 2200.3465

1200 2200.3217 2200.3219 2200.3221 1200 2200.3467 2200.3469 2200.3471

1400 2200.3223

1800 2200.3235 2200.3237 2200.3239 1800 2200.3485 2200.3487 2200.3489

2000 2200.3241 2200.3243 2200.3245 2000 2200.3491 2200.3493 2200.3495

2200.3225 2200.3227 1400 2200.3473 2200.3475 2200.3477

1600 2200.3229 2200.3231 2200.3233 1600 2200.3479 2200.3481 2200.3483

2100 2200.3247 2200.3249 2200.3251 2100 2200.3497 2200.3499 2200.3501

2200 2200.3253 2200.3255 2200.3257 2200 2200.3503 2200.3505 2200.3507

INDOOR OUTDOOR 
GLASS 
COVER 

DOUBLE DOOR 
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2200.3553 2200.3555

MOD. 2 800

1000 2200.3791 2200.3793 2200.3795

1200 2200.3557 2200.3559 2200.3561 1200 2200.3797 2200.3799 2200.3801

MODULAR 2 SERIES 

Depth: 900 mm

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

MOD. 2 300

1000 2200.3551

1800 2200.3575 2200.3577 2200.3579 1800 2200.3815 2200.3817 2200.3819

2000 2200.3581 2200.3583 2200.3585 2000 2200.3821 2200.3823 2200.3825

1400 2200.3563 2200.3565 2200.3567 1400 2200.3803 2200.3805 2200.3807

1600 2200.3569 2200.3571 2200.3573 1600 2200.3809 2200.3811 2200.3813

1200 2200.3845 2200.3847 2200.3849

1400 2200.3611

2100 2200.3587 2200.3589 2200.3591 2100 2200.3827 2200.3829 2200.3831

2200 2200.3593 2200.3595 2200.3597 2200 2200.3833 2200.3835 2200.3837

2200.3613 2200.3615 1400 2200.3851 2200.3853 2200.3855

1600 2200.3617 2200.3619 2200.3621 1600 2200.3857 2200.3859 2200.3861
MOD. 2 400

1000 2200.3599 2200.3601 2200.3603

MOD. 2 900

1000 2200.3839 2200.3841 2200.3843

1200 2200.3605 2200.3607 2200.3609

2100 2200.3635 2200.3637 2200.3639 2100 2200.3875 2200.3877 2200.3879

2200 2200.3641 2200.3643 2200.3645 2200 2200.3881 2200.3883 2200.3885

1800 2200.3623 2200.3625 2200.3627 1800 2200.3863 2200.3865 2200.3867

2000 2200.3629 2200.3631 2200.3633 2000 2200.3869 2200.3871 2200.3873

MOD. 2 500

1000 2200.3647 2200.3649 2200.3651

MOD. 2 1000

1000 2200.3887 2200.3889 2200.3891

1200 2200.3653 2200.3655 2200.3657 1200 2200.3893 2200.3895 2200.3897

1400 2200.3659

1800 2200.3671 2200.3673 2200.3675 1800 2200.3911 2200.3913 2200.3915

2000 2200.3677 2200.3679 2200.3681 2000 2200.3917 2200.3919 2200.3921

2200.3661 2200.3663 1400 2200.3899 2200.3901 2200.3903

1600 2200.3665 2200.3667 2200.3669 1600 2200.3905 2200.3907 2200.3909

1200 2200.3941 2200.3943 2200.3945

1400 2200.3707

2100 2200.3683 2200.3685 2200.3687 2100 2200.3923 2200.3925 2200.3927

2200 2200.3689 2200.3691 2200.3693 2200 2200.3929 2200.3931 2200.3933

2200.3709 2200.3711 1400 2200.3947 2200.3949 2200.3951

1600 2200.3713 2200.3715 2200.3717 1600 2200.3953 2200.3955 2200.3957
MOD. 2 600

1000 2200.3695 2200.3697 2200.3699

MOD. 2 1100

1000 2200.3935 2200.3937 2200.3939

1200 2200.3701 2200.3703 2200.3705

2100 2200.3731 2200.3733 2200.3735 2100 2200.3971 2200.3973 2200.3975

2200 2200.3737 2200.3739 2200.3741 2200 2200.3977 2200.3979 2200.3981

1800 2200.3719 2200.3721 2200.3723 1800 2200.3959 2200.3961 2200.3963

2000 2200.3725 2200.3727 2200.3729 2000 2200.3965 2200.3967 2200.3969

MOD. 2 700

1000 2200.3743 2200.3745 2200.3747

MOD. 2 1200

1000 2200.3983 2200.3985 2200.3987

1200 2200.3749 2200.3751 2200.3753 1200 2200.3989 2200.3991 2200.3993

1400 2200.3755

1800 2200.3767 2200.3769 2200.3771 1800 2200.4007 2200.4009 2200.4011

2000 2200.3773 2200.3775 2200.3777 2000 2200.4013 2200.4015 2200.4017

2200.3757 2200.3759 1400 2200.3995 2200.3997 2200.3999

1600 2200.3761 2200.3763 2200.3765 1600 2200.4001 2200.4003 2200.4005

2100 2200.3779 2200.3781 2200.3783 2100 2200.4019 2200.4021 2200.4023

2200 2200.3785 2200.3787 2200.3789 2200 2200.4025 2200.4027 2200.4029

INDOOR OUTDOOR 
GLASS 
COVER 

DOUBLE DOOR 
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2200.4033 2200.4035

MOD. 2 800

1000 2200.4271 2200.4273 2200.4275

1200 2200.4037 2200.4039 2200.4041 1200 2200.4277 2200.4279 2200.4281

MODULAR 2 SERIES 

Depth: 1000 mm

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

PRODUCT 

MODEL

WIDTH 

(mm)

HEIGHT  

(mm)

FLAT COVER 

IP55 CODE

GLASS COVER 

IP55 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

MOD. 2 300

1000 2200.4031

1800 2200.4055 2200.4057 2200.4059 1800 2200.4295 2200.4297 2200.4299

2000 2200.4061 2200.4063 2200.4065 2000 2200.4301 2200.4303 2200.4305

1400 2200.4043 2200.4045 2200.4047 1400 2200.4283 2200.4285 2200.4287

1600 2200.4049 2200.4051 2200.4053 1600 2200.4289 2200.4291 2200.4293

1200 2200.4325 2200.4327 2200.4329

1400 2200.4091

2100 2200.4067 2200.4069 2200.4071 2100 2200.4307 2200.4309 2200.4311

2200 2200.4073 2200.4075 2200.4077 2200 2200.4313 2200.4315 2200.4317

2200.4093 2200.4095 1400 2200.4331 2200.4333 2200.4335

1600 2200.4097 2200.4099 2200.4101 1600 2200.4337 2200.4339 2200.4341
MOD. 2 400

1000 2200.4079 2200.4081 2200.4083

MOD. 2 900

1000 2200.4319 2200.4321 2200.4323

1200 2200.4085 2200.4087 2200.4089

2100 2200.4115 2200.4117 2200.4119 2100 2200.4355 2200.4357 2200.4359

2200 2200.4121 2200.4123 2200.4125 2200 2200.4361 2200.4363 2200.4365

1800 2200.4103 2200.4105 2200.4107 1800 2200.4343 2200.4345 2200.4347

2000 2200.4109 2200.4111 2200.4113 2000 2200.4349 2200.4351 2200.4353

MOD. 2 500

1000 2200.4127 2200.4129 2200.4131

MOD. 2 1000

1000 2200.4367 2200.4369 2200.4371

1200 2200.4133 2200.4135 2200.4137 1200 2200.4373 2200.4375 2200.4377

1400 2200.4139

1800 2200.4151 2200.4153 2200.4155 1800 2200.4391 2200.4393 2200.4395

2000 2200.4157 2200.4159 2200.4161 2000 2200.4397 2200.4399 2200.4401

2200.4141 2200.4143 1400 2200.4379 2200.4381 2200.4383

1600 2200.4145 2200.4147 2200.4149 1600 2200.4385 2200.4387 2200.4389

1200 2200.4421 2200.4423 2200.4425

1400 2200.4187

2100 2200.4163 2200.4165 2200.4167 2100 2200.4403 2200.4405 2200.4407

2200 2200.4169 2200.4171 2200.4173 2200 2200.4409 2200.4411 2200.4413

2200.4189 2200.4191 1400 2200.4427 2200.4429 2200.4431

1600 2200.4193 2200.4195 2200.4197 1600 2200.4433 2200.4435 2200.4437
MOD. 2 600

1000 2200.4175 2200.4177 2200.4179

MOD. 2 1100

1000 2200.4415 2200.4417 2200.4419

1200 2200.4181 2200.4183 2200.4185

2100 2200.4211 2200.4213 2200.4215 2100 2200.4451 2200.4453 2200.4455

2200 2200.4217 2200.4219 2200.4221 2200 2200.4457 2200.4459 2200.4461

1800 2200.4199 2200.4201 2200.4203 1800 2200.4439 2200.4441 2200.4443

2000 2200.4205 2200.4207 2200.4209 2000 2200.4445 2200.4447 2200.4449

MOD. 2 700

1000 2200.4223 2200.4225 2200.4227

MOD. 2 1200

1000 2200.4463 2200.4465 2200.4467

1200 2200.4229 2200.4231 2200.4233 1200 2200.4469 2200.4471 2200.4473

1400 2200.4235

1800 2200.4247 2200.4249 2200.4251 1800 2200.4487 2200.4489 2200.4491

2000 2200.4253 2200.4255 2200.4257 2000 2200.4493 2200.4495 2200.4497

2200.4237 2200.4239 1400 2200.4475 2200.4477 2200.4479

1600 2200.4241 2200.4243 2200.4245 1600 2200.4481 2200.4483 2200.4485

2100 2200.4259 2200.4261 2200.4263 2100 2200.4499 2200.4501 2200.4503

2200 2200.4265 2200.4267 2200.4269 2200 2200.4505 2200.4507 2200.4509

INDOOR OUTDOOR 
GLASS 
COVER 

DOUBLE DOOR 
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Ease of Different Product and Part Option for Every Need in Electrical Enclosures

MODULAR 2 SERIES 

11-It is produced for L-shaped turns in order 

to use the space in the cabinet room 

efficiently.

12-Economic disassembled package application for international 

and long distance shipping.

2-Optional part to use 

the gap in the 

enclosures 

compartments

1-Full size mounting 

plate

4-Advantage of front 

mounting with M8 

special bolt or side 

mounting with M6 

guide bolt

5-Modular structure in 

depth joining and 

strengthening appli-

cable to different sizes 

6-Distribution 

enclosures that can 

adapt to different 

specifications and 

electrical components

7-Avoiding tangles by 

arranging cable 

connections

8-Electric meter 

enclosures that can be 

produced according to 

needs

9-After the assembly 

of the 19" swing frame 

rack system and equip-

ment, it is suitable for 

rear intervention.

10-Modular plinth 

system that allows 

without the need for 

pallets during trans-

portation and loading

3-In the sliding rail 

system, it is easy to 

mount the mounting 

plate inside the 

enclosure.
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WALL MOUNTED ENCLOSURES

K SERIES ENCLOSURES

SURFACE MOUNTED ENCLOSURES FLUSH MOUNTED ENCLOSURES

► SURFACE MOUNTED ENCLOSURES FEATURES ►FLUSH MOUNTED ENCLOSURES FEATURES

Surface mounted wall type enclosures are designed from Dx51 quality

galvanized steel roll in automatic molds without wastage and failure in a

manner to ensure IP 65 protection where the welding technic is the highest. 

Lower-upper plates can be removed and the cable entry holes can be easily

drilled or replaced with the new one. Moreover, caps can be in-serted for the

outdoor applications. Two or more enclosures can be mounted on top of

each other; and the upper enclosure can be moun-ted with a plate while the

bottom enclosure is with a contact hazard protection, or the upper plate can

be without a glass cover while the lower plate is with a glass cover. 

The cap can be turned to both leftward and rightward. For the com-pliance

with the media where they will be used, the enclosure can be mounted as

the lower and upper enclosure so that the door can be taken to the right and

left side. 

Mounting flanges can be mounted at sides as bottom and top flan-ges, and

may sometimes prevent the flange or correspond to a void, in this case two

of the mounting flanges can be mounted at either right side or left side, and

at top and bottom sides. 

Plinth sheet metal in the large-size enclosures is mounted by using a guide

screw. This enables the plinth sheet metal to be disassemb-led and the

cables to be assembled easily, and then the plinth sheet metal to be re-

assembled.

A enclosure, whose indoor use complies with assembly having a plate or

contact hazard protection, and which is available in the stock, can be used for 

different purposes by changing its internal parts.          

The enclosures at the outdoor can appear with IP 65 outdoor cap and also

with outdoor glass cover. IP 65 can be implemented without using a cap in

dusty and flammable media.

The media with lower IP protection are mounted with the same case

without using a seam and cap. Seaming and cap cost increases as the IP

protection increases. Simple use can be preferred in the dry spaces and room

environment.

Flange rivet nuts are used in outdoor enclosures. Blind rivet nuts are used

in some places. Thus, measures are taken to prevent entry of wa-ter and

dust. In addition to minimizing the shrinkages and distortions in the sheet

metal, the use of less welding technics decreases the costs and increases the

competitive power of the product, and ensures the functionality, as well.

Flush mounted wall type enclosures are produced from Dx51 quality

galvanized steel roll in automatic molds without wastage and failure in

manner to ensure least welding technic and highest design capability. In

order for the enclosures to fit with wall, the end corners of the facing are

twisted 45o. 

After the enclosure is tightened and assembled, and the plaster dries; the

side facings are strengthened with five twists in a manner that the enclosure

door can be easily opened and closed.   

All parts are produced modular and assembled with the guide screws, and

designed so that the tensile deformation in the sheet metal is minimized and

the changes can be made. 

In general, flush mounted enclosures are within the least-cared product

group, whereas our products have high quality and are useful; and since it is

much more difficult and expensive to demolish the wall and make the

changes, we think that flush mounted enclosures are more important than

surface mounted enclosures. 
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1900.1605

1305 1900.1607 1900.1609 1900.1611

1900.0601 1900.0603 1900.0605

1305 1900.0607 1900.0609 1900.0611

700

705

320

1900.1571 1900.1573 1900.1575

805 1900.1577 1900.1579 1900.1581

905 1900.1583 1900.1585 1900.1587

1005 1900.1589 1900.1591 1900.1593

1105 1900.1595 1900.1597 1900.1599

1900.1601 1900.1603

1005

1105

1205

700

1305

220

1900.0307 1900.0309 1900.0311

700

705

270

1900.0571 1900.0573 1900.0575

805 1900.0577 1900.0579 1900.0581

905 1900.0583 1900.0585 1900.0587

1005 1900.0589 1900.0591 1900.0593

1105 1900.0595

1900.0281

1900.0289 1900.0291 1900.0293

1900.0271 1900.0273 1900.0275

1900.0295 1900.0297 1900.0299

1900.0301 1900.0303 1900.0305

1900.0277 1900.0279

1900.1535 1900.1537 1900.0283 1900.0285 1900.0287

600 600

605

270

705

805

905

1005

1105

1205

1900.1541

905

1900.1543

1900.1525

1900.1545 1900.1547 1900.1549

1900.1551 1900.1553 1900.1555

1900.1533

1205

600

605

320

705

805

905

1005

1105

1205 1900.1557

605

705

805

905

1005

1105 1900.0241 1900.0243 1900.0245

1900.0161 1900.0163 1900.0165

500

1900.0215

1900.0597 1900.0599

1205

1205

220

1900.1559 1900.1561

1900.1539

405

220

505

605

705

805

905

1900.0063 1900.0065 1900.0067

1900.0119 1900.0121

1005 1900.0191 1900.0193 1900.0195

505

220

605

705

805

905

1005

405

505

605

705

220170300

305

COMPACT 2 SERIES 

Model: K2

WIDTH 

(mm)

HEIGHT  

(mm)

DEPTH  

(mm)

FLAT COVER 

IP65 CODE

GLASS COVER 

IP65 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

WIDTH 

(mm)

HEIGHT  

(mm)

DEPTH  

(mm)

FLAT COVER 

IP65 CODE

GLASS COVER 

IP65 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

305 1900.0051 1900.0053 1900.0055

300

1900.0401 1900.0403 1900.0405

405 1900.0057 1900.0059 1900.0061 1900.0407 1900.0409 1900.0411

505 1900.0413 1900.0415 1900.0417

605 1900.0069 1900.0071 1900.0073 1900.0419 1900.0421 1900.0423

705 1900.0075 1900.0077 1900.0079

805 1900.0081 1900.0083 1900.0085 805

400

1900.0447 1900.0449 1900.0451

1900.0453 1900.0455 1900.0457

1900.0459 1900.0461 1900.0463

1900.0425 1900.0427 1900.0429

1900.0465 1900.0467 1900.0469

1900.0431 1900.0433 1900.0435

1900.0471 1900.0473 1900.0475

1900.0111 1900.0113 1900.0115

1900.0133

1900.0117

405

170

505

1900.0123 1900.0125 1900.0127

1900.0493 1900.0495 1900.0497

1900.0129 1900.0131

1900.0185 1900.0187 1900.0189

1900.0135 1900.0137 1900.0139

1900.0505 1900.0507 1900.0509

1900.0141 1900.0143 1900.0145

400

1900.0441 1900.0443 1900.0445

500

505

605

705

805

905

605

705

805

905

1900.0481 1900.0483 1900.0485

170

1900.0167 1900.0169 1900.0171

1900.0173 1900.0175 1900.0177

1900.0179

1900.0487 1900.0489 1900.0491

1900.0499 1900.0501 1900.05031900.0181 1900.0183

1900.0225 1900.0227 1900.0533 1900.0535 1900.0537

1900.0229 1900.0231 1900.0233 1900.0539

1900.0551 1900.0553 1900.0555

1900.0541 1900.0543

1900.0235 1900.0237 1900.0239 1900.0545 1900.0547 1900.0549

1900.0521 1900.0523

1900.0511 1900.0513 1900.0515

1900.0525

1900.0217 1900.0219 1900.0221 1900.0527

1900.1527 1900.1529 1900.1531

1900.0247 1900.0249 1900.0251 1900.0557 1900.0559 1900.0561

1900.0211 1900.0213

1900.0529 1900.0531

1900.0223

1900.1521 1900.1523 705

805

INDOOR OUTDOOR GLASS COVER DOUBLE DOOR 
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805 1900.0713

1005 1900.0715

1605 1900.0759

40012001000 3201200320 1205 1900.0745

1405 1900.0747

805 1900.0751

1005

1205 1900.0755

1405 1900.07571405 1900.0737

805 1900.0731

1205 1900.0735

1205 1900.0717

HEIGHT  

(mm)

DEPTH  

(mm)
 CODE

805

270

1900.0721

1005 1900.0723

1205 1900.0725

1405 1900.0727

1005 1900.0733 1900.0753

 CODE
WIDTH 

(mm)
 CODE

805 1900.0741

1005 1900.0743

800

605

320

1900.0711

K2 DOUBLE DOOR ENCLOSURES

WIDTH 

(mm)

HEIGHT  

(mm)

DEPTH  

(mm)

800

605

270

1900.0701

1000
805 1900.0703

1005 1900.0705

1205 1900.0707

1405 1900.1367 1900.1369 1900.1371

Model:

WIDTH 

(mm)

HEIGHT  

(mm)

DEPTH  

(mm)

1205 1900.1355 1900.1357 1900.1359

1305 1900.1361 1900.1363 1900.1365

800

805

320

1900.1331 1900.1333 1900.1335

905 1900.1337 1900.1339 1900.1341

1005 1900.1343 1900.1345 1900.1347

1105 1900.1349 1900.1351 1900.1353

1900.0365

1405 1900.0367 1900.0369 1900.0371

COMPACT 2 SERIES 

Model: K2

WIDTH 

(mm)

HEIGHT  

(mm)

DEPTH  

(mm)

FLAT COVER 

IP65 CODE

GLASS COVER 

IP65 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

WIDTH 

(mm)

HEIGHT  

(mm)

DEPTH  

(mm)

FLAT COVER 

IP65 CODE

GLASS COVER 

IP65 CODE

WITH 

EXTERNAL 

ROOF          

IP65 CODE 

1900.2341 1900.2343 1900.2345

1405 1900.2347 1900.2349 1900.2351

800

805

270

1900.0331 1900.0333 1900.0335

905 1900.0337 1900.0339 1900.0341

1005 1900.0343 1900.0345 1900.0347

1105 1900.0349 1900.0351 1900.0353

1205 1900.0355 1900.0357 1900.0359

1305 1900.0361 1900.0363

800

805

220

1900.2311 1900.2313 1900.2315

905 1900.2317 1900.2319 1900.2321

1005 1900.2323 1900.2325 1900.2327

1105 1900.2329 1900.2331 1900.2333

1205 1900.2335 1900.2337 1900.2339

1305
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Denizli District Gazi Mustafa Kemal Street No:260

No:1600952905 41400 Gebze - Kocaeli / Turkiye

+90 262 729 32 00-01

+90 262 729 32 65-66

+90 554 779 82 31-32

+90 554 779 82 42

info@ersoypano.com.tr www.ersoypano.com.tr

 earlyrace
Electrical Enclosures

:Phone.....
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:Mobil 1....

:Mobil 2....

:e mail......
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